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ClimaCool Modular Chillers Have Zero Carbs!  The Slimmest Chiller on the Market!
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Slade Ross, Inc.


Phone:	(813) 250-0488


Fax:	(813) 250-0128


E-mail:	� HYPERLINK "mailto:jd.ross@verizon.net" ��jd.ross@verizon.net� or � HYPERLINK "mailto:wm.slade@verizon.net" ��wm.slade@verizon.net� or � HYPERLINK "mailto:tc.hart@verizon.net" ��tc.hart@verizon.net�








Standard 350 Ton Centrifugal 124” x 330” Footprint Including Service Clearance









































350 Ton Chiller 101” x 206.5” Footprint Including Service Clearance





350 Ton Chiller 161.25” x 293” Footprint Including Service Clearance








Every ClimaCool Chiller Module comes with the Following Options as Standard!


Factory mounted service isolation valves for the evaporator and the condenser.  There is no reason to ever shut down the entire machine for service.  Each module can be serviced individually, independent from the rest of the modules.


Copeland Scroll Compressors


Zero proprietary parts or components


Dual Independent Refrigerant Circuits


Flexible Refrigerant.  Can be field or factory converted to R-407C without having to change ANY refrigeration components.  With less than a 1% performance change.


Flanged connections.  No seals to ever wear out.


0.71 KW/Ton full load performance with an IPLV of 19.8!


Operating sound levels of 68 dba


One front end mesh strainer as opposed to a mesh strainer at every individual module


Standard LON or BACnet communication capability











